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Maßbild (mm):   Freimaßtoleranz DIN ISO 2768-c 
Mechanical outline   General tolerances  
 

 
 

Weitere Vorschriften: 
Applicable documents 

 

Datum Name Index Änderung 
26.01.2021 Ul. 81 Typical characteristic changed. Minor change 
    

 
6127-X018 
F  yyww 

Beschriftung: 
marking 

Anschlüsse: 
Connections: 
 
Cu verzinnt 
Cu tinned 
Ø = 1,32 mm 
+0,1 -0,2 mm 
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Anschlußschema: 
Schematic diagram 
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Betriebsdaten/Charakteristische Daten (Typische Werte): 
Operational data/characteristic data (typical values): 

 

 

 

 
Ls / Lleak = 6.3 µH ± 25% and  f = 100 kHz ( Eine Wicklung kurzgeschlossen  
   / one winding shorted) 
 

Bemessungsisolationsspannung / rated insulation voltage: 
Uis = 525 VRMS (Funktionsisolation, Verschmutzungsgrad 1  
    /functional isolation, pollution degree 1) 
 
IN = 2 × 11 A,  RCu = 6,8 mΩ  m ≈  30 g 
 
max. Betriebstemperatur / max. operation temperature: Top = 150°C 

Lagertemperatur / storage temperature:     Tst   = -40°C...+85°C 
Umgebungstemperatur / ambient temperature:   Ta = -40°C…+115°C 
 
  

Prüfung / Inspection: (V: 100%-Test; AQL...: DIN ISO 2859-Teil1; SC = significant characteristic) 

1) (V) M3014: Up,eff  = 1,85 kV, 1 s , N gegen/to N 

2) (V) M3011/1: L1 = 1,4 mH -30% / +50%  f = 100 kHz, UAC,eff = 1,0 V (SC) 

3) (V) M3011/6: Polarität / Übersetzungsverhältnis: Toleranz ± 5% (±0Wdg.) 
   Polarity / Turns ratio:   Tolerance 

4) (AQL 1/S4) M3011/5: RCu1 = 6,8 mΩ +20% -30%,  RCu2 = 6,8 mΩ +20% -30% 

5) (V) M3200: Mechanische Prüfung / mechanical test  

   check of the test dimensions: 
   { length � 33 mm, width � 25 mm }, 
   height � 33 mm, pin length: 3.9 (± 0.5) mm, pin grid 
6) (Fix 05)   M3290:  Lötbarkeitstest nach Abschnitt 1 
          solderability test acc. to chapter 1 

 

Messungen nach Temperaturangleich der Prüflinge an Raumtemperatur  
Measurements after temperature balance of the test samples at room temperature 

 

 

ü    =    1   :   1 

 f=10kHz f=100kHz DC 
L   [mH] 6.1 1.4  
|Z|  [Ω] 431 1540  

Iunbal. [mA] 25 52 23 
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Typische Kurven / typical characteristics :  
 

 
 
 
 

 

confidential 
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Packing information: 
 
The packing tray (250x250 mm2) have a capacity of 42 components. The standard carton-box (25x25x12,5 cm) 
have a capacity of 3 packing tray and therefore for 126 components. 
 
 

 
 

                                                 
 
 
 
 


